References

35. François RJA (2004) CAMSHIFT tracker design experiments with intel OpenCV and SAI. IRIS technical report IRIS-04-423, University of Southern California, Los Angeles, USA


References


Index

A
AdaBoost, 23
Adjusted mean square, 61
Adjusted sum of squares, 61
Analysis of variance (ANOVA), 61
Aperture problem, 24
ARDA, 4
Area-based precision (ABP), 39, 40, 43
Area-based recall (ABR), 39, 43
Area-thresholded precision (ATP), 39, 43
Area-thresholded recall (ATR), 39, 44
Automatic test environment (ATE), 2, 31, 32
Average fragmentation (AF), 39, 40, 44
Average tracking accuracy (ATA), 49
AviTrack, 4

B
Background Subtraction (BS), 3, 7, 10, 11
Bilateral filtering (BF), 17
Black-Jepson (BJ), 26

C
CAMShift guided particle filter (CAMSPPF), 23
CAVIAR, 4, 31–33, 36, 51–54, 56, 62
CellTrack, 4, 32
CIE L*a*b*, 18, 20
CIE L*u*v*, 18
CMS, 3, 7, 10, 15, 16, 18–21, 32, 33, 35, 53, 54, 57, 62, 63, 65
Color probability distribution (CPD), 10, 15, 19
Computed Tomography (CT), 30
Connected component analysis (CCA), 12
Continuously Adaptive Mean-shift (CAMShift), 7, 10, 15
Contour Saliency Map (CSM), 15
Coupled CMS, 16, 20
CVML, 4, 31, 52

D
Degrees of freedom, 61
Dense OF, 11, 26, 32, 33, 35, 53–55, 62, 63, 65
Detected object (DTO), 40, 44, 48

E
Effectiveness measure, 42

F
False alarm (FA), 4, 15
False negative (FN), 40
False positive (FP), 40
P-statistic, 61

G
Galerkin, 30
Gaussian Mixture (GM), 14
Gauss-Seidel, 30
Graphical user interface (GUI), 33
Ground-truth (GT), 1–3, 40, 41, 44, 46–48, 51
Ground-truth object (GTO), 40, 41, 47

H
HighGUI, 33
Horn-Schunck (HS), 11, 26
HSI, 20
HSV, 19, 20, 30
Index

I
INRIA, 36, 51, 52

K
Kalman filter, 12, 13, 22, 29
Kanade-Lucas-Tomasi (KLT), 24, 63

L
Laplacian of Gaussian (LoG), 29
Lucas-Kanade (LK), 11, 26

M
Mean-shift (MS), 3, 7, 10, 15, 16
Mean-shift Filtering (MSF), 7, 10, 16, 17
Mean square error (MSE), 56
MERL-PEP, 4, 31, 32
Minitab, 60, 61
Mixture of Gaussian (MoG), 12
MS Embedded Particle Filter (MSEPF), 23
Multilayer perceptron (MLP), 22

N
Nplot, 36

O
Object count accuracy (OCA), 39–41
Object count-based F2 measure (OCBF2), 40
ODViS, 4
OpenCV, 16, 20, 26, 28, 31–33, 36, 53
Optical Flow (OF), 3, 7, 10, 11, 13, 24
Orientation-based measure (OBM), 39, 46

P
Particle filter (PF), 23
Pixel-based F1 measure (PBF1), 39, 42
Pixel-based precision (PBP), 39, 41
Pixel-based recall (PBR), 39, 42
Positional accuracy (PA), 45
Position-based measure (PBM), 45
Precision, 22, 30, 39–43, 47, 48
Probability density function (PDF), 13, 56
Probability-value, 61
PR-statistics, 42

R
Radial basis function (RBF), 22
Recall, 22, 39, 40, 42–44, 47, 48
Receiver operating characteristic (ROC), 40
Region of interest (ROI), 91
RGB, 19, 20
Running average alpha (RAA), 53
Running average difference computation (RADC), 34

S
Semi-automatic test environment (SATE), 2, 31, 32
Sequence frame detection accuracy (SFDA), 39, 40, 46
Sequence tracking detection accuracy (STDA), 4, 40, 48
Size-based measure (SBM), 45
Sparse OF, 11, 26, 32, 33, 35, 53–55, 57, 62–65

T
Temporal F3 measure (TempF3), 40
Test environment, 2, 31, 32
Tracking detection accuracy (TDA), 39, 40, 48
True positive (TP), 40
TSL, 23

U
Unified modeling language (UML), 33

V
VACE, 4, 39–41, 45
ViCamPEv, 2, 11, 13, 16, 26, 31–33, 35–37, 40, 51–54, 56, 62, 65, 66
VIPeR, 4

X
XML, 2, 4, 31–33, 36, 37, 52, 53, 65