References


© Springer International Publishing Switzerland 2015

Y. Cao et.al., Radiation-Tolerant Delta-Sigma Time-to-Digital Converters, Analog Circuits and Signal Processing, DOI 10.1007/978-3-319-11842-0
Index

1-1-1 MASH, 43
double-grounded-capacitor, 92
DTMOS, 75

delay-line, 16
delay-line assisted calibration, 58
device-level RHBD, 34
displacement damage, 26

A
absorbed dose, 2
accumulated jitter, 87, 101
active current source, 92
anti-jitter, 90
ATLAS, 1, 3

B
bandgap reference, 61, 72
base leakage, 73

C
charging resistor, 92
charging slope, 51
circuit-level RHBD, 33
class-AB, 98
clock accuracy, 85, 101
clock stability, 85
CMOS edge transistor, 29
CMOS scaling, 30
comparator delay, 47
contamination, 5
conversion rate, 55
counter, 16
crystal oscillator, 84
CTAT, 72

D
DBLC, 76, 77
deep space missions, 3
delay-line, 16
delay-line assisted calibration, 58
device-level RHBD, 34
displacement damage, 26

E
electron-hole pair generation, 26
enclosed layout transistor, 34
enhanced gate-oxide hardness, 30
error-feedback, 41

F
first-order noise-shaping, 20, 41
Flash TDC, 16
FOM, 100

G
Gated-Ring-Oscillator TDC, 20

H
Higgs boson, 2

I
in-situ testing, 37, 64
integrate-and-hold, 96
integrated error feedback, 91, 94
interface trap, 28
interferometry, 11
interpolation, 17
ionizing radiation, 26

J
jitter, 46, 47, 86, 92

L
layout-level RHBD, 34
LC oscillator, 85
LHC, 1
light detection and ranging, 8

**M**
- MEMS oscillator, 84
- multi-stage noise-shaping, 43
- MYRRHA reactor, 7

**N**
- nuclear accident intervention, 5
- nuclear reactor decommissioning, 4
- nuclear reactor remote handling, 6
- nuclear waste handling, 4

**O**
- on-chip reference clock, 84, 89
- oversampling ratio, 44
- oxide trap, 27

**P**
- particle physics, 3
- period jitter, 87
- phase noise, 86, 100
- phase skew, 46–48, 51, 59
- Pipeline TDC, 18
- power averaging feedback, 91
- PTAT, 72
- pulse-width-modulation, 54
- pulsed TOF laser rangefinder, 11

**Q**
- quality factor, 101
- quantization error, 43

**R**
- radiation assessment, 64, 78
- radiation effects, 26
- radiation hardness assurance, 35
- radiation source, 37
- radiation-hardened-by-design, 25, 31
- radiation-hardened-by-process, 25
- radiation-tolerant, 2
- receiver front-end, 12
- relaxation oscillator, 51, 83
- Remote handling, 4
- remote testing, 37, 67
- Ring oscillator, 85

**S**
- single threshold-detection, 95
- single-chip SoC, 84
- single-event effects, 26, 30
- single-event latchup, 31
- single-event transient, 31
- single-event upset, 31
- SNACC, 76
- space instruments, 3
- space radiation, 3
- Successive Approximation TDC, 19
- switched-capacitor, 94
- system-level RHBD, 32

**T**
- TDC
  - bandwidth, 22
  - dynamic range, 23
  - effective resolution, 22, 55
  - ENOB, 23, 55
  - raw resolution, 21
  - sample rate, 22
  - single-shot precision, 22
  - SNDR, 23
  - SNR, 48
- threshold noise voltage, 93
- threshold-detecting comparator, 98
- threshold-detection comparator, 51
- time amplifier, 18
- time discrimination, 12
- time regeneration, 52
- time-of-flight, 8, 9
- Time-to-Digital Converter, 15
- time-to-digital converter, 13
- time-to-voltage conversion, 15
- total ionizing dose, 4, 26, 73
- triangulation, 9

**V**
- VCO, 87
- Vernier delay-line, 17

**W**
- walk error, 12
- worst-case bias condition, 37