Index

A
AC ground, 69
virtual AC ground, 70
Adaptive biasing, 92
Adjacent channel leakage ratio, 5, 15
Air coplanar probe, 154
AM-AM distortion, 11, 87
AM-PM distortion, 13, 87, 89
Anode hole-injection model, 65

B
Bondwire, 70
Breakdown voltage, 7, 65
reverse breakdown voltage, 80

C
Cascode power amplifier, 75
multiple stacked cascode, 79
self-biased cascode, 77
thick oxide cascode, 77
Cascode transistor, 69, 114, 122
Class AB power amplifier, 19, 35
Class A power amplifier, 33
Class B power amplifier, 38
Class C power amplifier, 40
Class D power amplifier, 42
Class E power amplifier, 46
Class F power amplifier, 48
second harmonic peaking, 50
third harmonic peaking, 49
Closed boundary substrate, 134, 160
Common-centroid, 142
Common-mode oscillation, 70
Communication range, 2
Conduction angle, 35, 104
Conjugate match, 31
Current source power amplifier, 29

D
De-embedding, 158
Delta modulation, 90
Digital signal processing, 87
Doherty power amplifier, 40, 84
Drain efficiency, 18, 112
Driver stage, 128, 175
Dynamic supply, 88

E
Effective isotropic radiated power, 25
Efficiency, 18
Enhancement techniques, 75
Envelope elimination and restoration, 88
Envelope tracking, 88, 91
Error vector magnitude, 5, 17, 173

G
Ground bounce, 70
Ground-shielding, 68

H
Hard breakdown, 63
Hot carrier degradation, 64

I
Inductor geometry, 132
In-fixture standard, 158
Input matching network, 123, 128
Integrated transformer power combining, 80
Intermodulation, 12
Interstage matching, 129

K
Knee voltage, 7, 32, 57, 105

L
Layout, 141
Linearity, 11, 126
Linear region, 11, 104
Load line match, 30
Load transformation, 60
Lookup table, 87

M
Memory effects, 87
Modulator, 89, 90

N
Nonlinear region, 11, 110

O
One dB compression point, 11, 166
Open boundary substrate, 134, 160
Optimum load, 105
Outphasing power amplifier, 45, 48
Output matching network, 122, 123
  high pass L-match network, 123
  low pass L-match network, 123
  transformer, 125
Output stage, 126, 175
Oxide breakdown, 63
Oxide thickness, 62, 65

P
Pad, 148
Peak to average power ratio, 1, 14
Percolation model, 65
Planarization, 155
Polar power amplifier, 45, 48, 90
Power-added efficiency, 5, 18, 112, 169
Power back-off, 6, 20
Power capability, 26, 42
Power gain, 19, 166
Power inductor, 129, 137
Predistorted power amplifier, 87
Predistortion
analog predistortion, 87
baseband digital predistortion, 87
digitally assisted RF predistortion, 87
Pulse density modulation, 45
Pulse width modulation, 38, 45, 90

Q
Quality factor, 116, 160
Quiescent current, 30, 105

R
Reliability, 62, 175

S
Saturated power, 11, 166
Saturation drain voltage, 58
Sigma-Delta modulation, 45
Silicon-on-insulator, 80
Silicon-on-sapphire, 80, 92
Simple parallel combination, 82
Skating, 156
Slab inductor, 81
Soft breakdown, 63
S-parameters, 140, 158, 164
Spectral efficiency, 2
Spectral regrowth, 8, 13, 15
Spectrum emission mask, 16, 172
Stability, 25, 68, 170
  stability factor K, 25, 170
Substrate, 68
Substrate contacts, 68, 147
Supply voltage, 7, 57, 106
Switch-type power amplifier, 29, 42

T
Test fixture, 138, 158
Test setup, 153, 154, 164, 170
  digital channel test, 170
  single-tone test, 165
Third-order intercept point, 12
Time dependent dielectric breakdown, 65
Transconductance model, 29
  strong nonlinear transconductance, 29, 102
  strong-weak nonlinear transconductance, 37, 102
Transformer, 80
  distributed active transformer, 81
  parallel combining transformer, 82
  parallel-series combining transformer, 82
  series combining transformer, 80, 86
<table>
<thead>
<tr>
<th><strong>Index</strong></th>
<th>185</th>
</tr>
</thead>
<tbody>
<tr>
<td>Transistor parasitics, 67</td>
<td>802.11g, 3</td>
</tr>
<tr>
<td>Triple-well, 80</td>
<td>802.11n, 17</td>
</tr>
<tr>
<td><strong>W</strong></td>
<td>Bluetooth, 3</td>
</tr>
<tr>
<td>Wireless standards, 1</td>
<td>GSM, 5</td>
</tr>
<tr>
<td>802.11a, 20</td>
<td>HSUPA, 5</td>
</tr>
<tr>
<td></td>
<td>LTE, 4, 15</td>
</tr>
<tr>
<td></td>
<td>WCDMA, 3, 4</td>
</tr>
</tbody>
</table>