Index

accident, 616
  causation, 626
  causes, 623
description, 624
effects, 622
  industry examples, 624
prevention, 636
risk, 620
reasons, 621
severity, 620
activity-based costing, 128
Agency Theory, 474
analysis of error, 719, 723, 726
  worksheet, 719
analysis of suspended data, 70
ARMA, 171
authority, 4, 10, 13, 14
autonomous maintenance, 445
autonomous work teams, 440
autoregressive, 171
availability, 192, 193, 196, 207, 304,
  314, 315, 317, 321
availability model, 138
backlog, 108
base warranty, 465
Bayesian parameter estimation, 347
budget
  breakdown maintenance, 120
capital, 119
cash, 119
  committee, 120
cycle, 120
definition, 116
  performance, 117
planned maintenance, 120
  template, 121
  variances, 117
budgetary process, 118
budgeting, 107
capacity planning, 6
  definition, 175
  formulation, 177
  mathematical programming, 180
  process, 175
  queueing models, 183
  simulation, 187
  techniques, 176
centralized maintenance, 7, 9
centralized stock, 215
change management, 20
CMMS, 108, 422, 442
com-bined maintenance task, 579
determination of critical software, 579
condition-based maintenance, 500
control
  actions, 348, 351
  adaptive, 342, 348, 351, 356
  algorithms, 350
  cost, 109
  parameters, 350
  process, 96, 339, 350, 356
  signals, 351
  statistical, 350
  steps, 98
  strategy, 350, 351
  structure, 97
tools, 107
corrective deferred major, 174
corrective deferred minor, 173
corrective emergency, 173
corrective maintenance, 363
cost variance, 129
CPM, 253, 256
Croston method, 199, 200
cumulative damage, 364, 388, 389, 392
cycle average method, 169
data
censored, 63
complete, 63
decentralized maintenance, 7, 9
decentralized system, 214
decision support system, 506
Decision Support System, 518
degradation process, 312, 321, 324, 326, 328
Delphi method, 160
Deming’s 14 points, 650, 651, 652
detection, 77
detection evaluation criteria, 81
detection signal, 347
diagnosis and prognosis, 512
discounted Markov decision problem, 270
discounted Markov decision process, 270, 273
distribution
binomial, 54
definition, 50
exponential, 60
lognormal, 58
normal, 56
Poisson, 55
Weibull, 61
duration of maintenance task, 566
dynamic programming principle, 276
e-maintenance application, 524, 536
e-maintenance solution, 503, 507, 508, 510, 528, 529, 530, 536, 537
e-engineering controls, 639
environmental performance, 656
equipment history, 409
ERP, 260
estimation method
least squares, 67
maximum likelihood, 69

probability plotting, 64
European Agency for Safety and Health
at Work, 643
exponential smoothing
double, 166
simple, 165
extended warranty, 467
factor charting, 84
failure detection, 347
failure effect, 77
failure mode, 77
failure modes, 398, 400, 405
failure rate, 52
fault diagnosis, 356
techniques, 350
fault diagnosis and detection, 349
Fault Tree Analysis, 638
feedback, 99
FEMA, 410
FIMS, 107
FMEA, 638
forecasting model
steps, 158
forecasting techniques, 158
free replacement warranty, 466
full authority digital electronic control, 363
full authority digital engine controller, 380, 381, 385
functional block diagram, 407
functional failure, 398, 405, 410
functionality, 548
functions, 6, 9, 15
Gantt chart, 250
hazard, 616
classes, 619
hazard prevention, 638
health monitoring, 538
history file, 103
Holt’s method, 166
human error, 712, 713, 718, 724, 726
consequence, 700
in maintenance, 625
influencing factors, 626
reasons, 701
reduction, 707
human errors
categories, 625
classification, 700
human performance reliability, 699
imperfect repair, 468
incentives, 4, 13
indices
  maintenance, 96
  production, 96
industrial hazard avoidance, 637
in-house maintenance, 4, 6, 7
inspection, 365, 366, 367, 370, 372, 482
  alarm threshold, 323
  basic model, 305
  conditional, 322
  degradation process, 324
  example, 493
  imperfect, 485
  modeling, 483
  multi-component system, 318
  policies, 311
  perfect, 484
intelligent maintenance system, 500, 506, 510, 511, 537
International Labour Organization, 643
inventory
  control, 199
  control policies, 201
  models, 202
  parameters, 201
  policies, 205
  pooling, 214, 215
  spare parts, 213
job card, 102
job cost sheet, 125
joint optimization of maintenance and inventory, 205
joint replenishment, 214
  spare parts, 216
labor relations, 5, 14
LCC, 108
leadership, 4, 13
life cycle costing, 634
likelihood function, 487, 489, 491, 492, 494
logic tree analysis, 412
maintainability
  analysis, 561
  concept, 549, 550
  definition, 551
  design issues, 596
design review, 587
desirable practices, 559
economic impact, 554
engineering, 572
engineering management function, 592, 593
engineering predictions, 577
function, 565, 567, 574, 582, 586
function derivation, 580
impact of system effectiveness, 552
impact on safety, 555
lessons learned, 603
measures, 568, 571, 581, 583
parametric approach, 572
statistics, 561, 572
undesirable practices, 558
maintainability block diagram, 577
maintainability data
  distribution approach, 572
maintenance error
  causes, 724
  definition, 712
  design, 717
  detection, 719
  examples, 713, 714, 715, 722, 734
  mitigation, 727, 731
  reasons, 712
  safety impact, 713
maintenance error analysis, 702
maintenance models, 363
maintenance performance, 138, 146
maintenance philosophies, 340
maintenance prevention, 421, 449
maintenance strategy, 138, 142, 152, 243
maintenance system audit, 655
Markov decision problem, 279
Markovian jumps, 275
maximum likelihood method, 135
mean absolute deviation, 172
mean absolute percent error, 172
mean duration of maintenance task, 566, 575
mean squared error, 172
mean time between failure, 53
Mean Time Between Maintenance, 569
Mean Time Between Replacements, 569
median rank, 65
missile, 364, 365, 373
model based approaches, 344
moral hazard, 474
moving average, 162
  model, 171
<table>
<thead>
<tr>
<th>term</th>
<th>page(s)</th>
</tr>
</thead>
<tbody>
<tr>
<td>simple</td>
<td>162</td>
</tr>
<tr>
<td>weighted</td>
<td>162</td>
</tr>
<tr>
<td>MPIs</td>
<td></td>
</tr>
<tr>
<td>auto industry</td>
<td>38, 39</td>
</tr>
<tr>
<td>categories</td>
<td>29</td>
</tr>
<tr>
<td>definition</td>
<td>24</td>
</tr>
<tr>
<td>development</td>
<td>25</td>
</tr>
<tr>
<td>oil industry</td>
<td>35</td>
</tr>
<tr>
<td>process industry</td>
<td>37</td>
</tr>
<tr>
<td>selection</td>
<td>26</td>
</tr>
<tr>
<td>specifying</td>
<td>26</td>
</tr>
<tr>
<td>testing</td>
<td>29</td>
</tr>
<tr>
<td>utility industry</td>
<td>37</td>
</tr>
<tr>
<td>MPM</td>
<td></td>
</tr>
<tr>
<td>implementation</td>
<td>29, 31</td>
</tr>
<tr>
<td>issues</td>
<td>25</td>
</tr>
<tr>
<td>multi-criteria</td>
<td>31</td>
</tr>
<tr>
<td>oil industry</td>
<td>35</td>
</tr>
<tr>
<td>process industry</td>
<td>37</td>
</tr>
<tr>
<td>system</td>
<td>27</td>
</tr>
<tr>
<td>MTBM. See Mean Time Between Maintenance</td>
<td></td>
</tr>
<tr>
<td>MTBR. See Mean Time Between Replacements</td>
<td></td>
</tr>
<tr>
<td>neural networks</td>
<td>344, 347, 350, 353</td>
</tr>
<tr>
<td>occupational safety</td>
<td>613, 620, 632, 642, 643</td>
</tr>
<tr>
<td>occupational stressors</td>
<td>697</td>
</tr>
<tr>
<td>occurrence</td>
<td>77</td>
</tr>
<tr>
<td>occurrence evaluation criteria</td>
<td>79</td>
</tr>
<tr>
<td>OEE</td>
<td>110, 426</td>
</tr>
<tr>
<td>OPTIMAIN, 134, 141, 150, 152</td>
<td></td>
</tr>
<tr>
<td>optimal control problem</td>
<td>268</td>
</tr>
<tr>
<td>organization structure</td>
<td>3, 6, 15</td>
</tr>
<tr>
<td>design</td>
<td>4, 8, 15</td>
</tr>
<tr>
<td>hybrid</td>
<td>7, 10</td>
</tr>
<tr>
<td>matrix</td>
<td>10, 12</td>
</tr>
<tr>
<td>organizational change</td>
<td>8</td>
</tr>
<tr>
<td>OSHA</td>
<td>642</td>
</tr>
<tr>
<td>outsourcing</td>
<td>4, 6, 7, 15, 242</td>
</tr>
<tr>
<td>parameter estimation</td>
<td>64, 345</td>
</tr>
<tr>
<td>parity space relations</td>
<td>346</td>
</tr>
<tr>
<td>patterns</td>
<td>159</td>
</tr>
<tr>
<td>percentage restoration time</td>
<td>574</td>
</tr>
<tr>
<td>percentual duration of maintenance task</td>
<td>566</td>
</tr>
<tr>
<td>performance indicators</td>
<td>22, 33, 34, 36, 661</td>
</tr>
<tr>
<td>personal protective clothing and/or equipment</td>
<td>640</td>
</tr>
<tr>
<td>PERT</td>
<td>253, 258</td>
</tr>
<tr>
<td>phased array radar</td>
<td>364, 373, 374, 377</td>
</tr>
<tr>
<td>planner qualifications</td>
<td>247</td>
</tr>
<tr>
<td>planning and forecasting</td>
<td>98</td>
</tr>
<tr>
<td>planning horizon</td>
<td>237</td>
</tr>
<tr>
<td>planning procedure</td>
<td>246</td>
</tr>
<tr>
<td>planning sheet</td>
<td>248</td>
</tr>
<tr>
<td>PM task selection</td>
<td>411</td>
</tr>
<tr>
<td>PPE. See personal protective clothing and/or equipment</td>
<td></td>
</tr>
<tr>
<td>predictive maintenance</td>
<td>400, 420</td>
</tr>
<tr>
<td>preventive maintenance</td>
<td>363, 420</td>
</tr>
<tr>
<td>productive maintenance</td>
<td>421</td>
</tr>
<tr>
<td>productivity measurement</td>
<td>21, 22</td>
</tr>
<tr>
<td>measurement factors</td>
<td>23, 24</td>
</tr>
<tr>
<td>prognostic approach</td>
<td>502</td>
</tr>
<tr>
<td>prognostic systems</td>
<td>348, 356</td>
</tr>
<tr>
<td>proportional hazards modeling</td>
<td>347</td>
</tr>
<tr>
<td>quality policy</td>
<td>231</td>
</tr>
<tr>
<td>RCM</td>
<td>342, 421, 635</td>
</tr>
<tr>
<td>RCM process</td>
<td>398, 400, 411</td>
</tr>
<tr>
<td>regression method</td>
<td>134, 135</td>
</tr>
<tr>
<td>regression models</td>
<td>163</td>
</tr>
<tr>
<td>reliability estimation</td>
<td>134, 152</td>
</tr>
<tr>
<td>reliability function</td>
<td>52</td>
</tr>
<tr>
<td>reliability model estimation</td>
<td>138</td>
</tr>
<tr>
<td>repeat jobs</td>
<td>109</td>
</tr>
<tr>
<td>replacement at pro-rata cost</td>
<td>466</td>
</tr>
<tr>
<td>residual generation</td>
<td>345</td>
</tr>
<tr>
<td>responsibility</td>
<td>5, 6, 13</td>
</tr>
<tr>
<td>risk pooling</td>
<td>215</td>
</tr>
<tr>
<td>root cause analysis</td>
<td>638</td>
</tr>
<tr>
<td>run to failure</td>
<td>400</td>
</tr>
<tr>
<td>safe maintenance practices</td>
<td>639</td>
</tr>
<tr>
<td>safety culture</td>
<td>641</td>
</tr>
<tr>
<td>safety legislation</td>
<td>642</td>
</tr>
<tr>
<td>safety monitoring</td>
<td>232</td>
</tr>
<tr>
<td>safety performance indicators</td>
<td>645</td>
</tr>
<tr>
<td>safety performance measurement</td>
<td>644</td>
</tr>
<tr>
<td>safety policy</td>
<td>231</td>
</tr>
<tr>
<td>sales force composite</td>
<td>160</td>
</tr>
<tr>
<td>scheduling definition</td>
<td>237, 247</td>
</tr>
<tr>
<td>elements</td>
<td>249</td>
</tr>
<tr>
<td>objectives</td>
<td>239</td>
</tr>
<tr>
<td>procedure</td>
<td>249</td>
</tr>
</tbody>
</table>
seasonal factors, 169
sequential maintenance task, 579
service delivery, 471
service level, 198, 200, 215
severity, 77
severity evaluation criteria, 80
signal-based FDI, 346
simulation model, 134, 143, 144, 150, 151
spare part inventories, 473
spare parts
centralization, 215
characteristics, 191
classification, 193
forecasting, 198
identification, 192
joint ordering, 216
kit, 192
maintenance, 212
optimal quantity, 195, 202
quantity, 193
reconditioned, 210
replacement, 207
virtually centralized, 214
spare parts management, 4, 10
standby systems, 319
state trajectories, 276
stationarity, 159
stimuli, 616
strategic planning process, 243
supervision, 4, 5, 7, 13
sustainability
business, 672
compliance, 671, 676, 687
drivers, 674
issues, 673
maintenance impact, 679
performance, 678
risk, 687
sustainability performance measurement, 670
sustainable asset maintenance, 667
system boundary, 407
system function, 398, 400, 401, 405, 407, 409, 410
system interfaces, 408
TAM phases, 225
time-frequency analysis, 347
TPM, 635, 650
benchmark indices, 451
definition, 418
implementation, 429
KPI, 451
lean practices, 452
methodology, 435
need, 423
obstacles, 453
safety, 449
success factors, 456
tools, 425
training, 4, 7, 10, 14
types of censored data, 64
types of FMEA, 79
vibration monitoring, 350
visual workplace, 442
WAN, 507, 510
warranty and maintenance, 467
warranty logistics, 472
warranty servicing model, 468
watchdog agent, 510, 512, 514, 518, 525, 532, 536
wear, 323
web-based solutions, 505
wide-area networks, 505
work measurement, 107
work order
flow, 105
form, 100
information, 101
planning, 98
system, 99
work package, 227
working relations
chain of command, 4
delegation of authority, 4