References

186 References


136. Wilhelm R (2004) Why AI + ILP is good for WCET, but MC is not, nor ILP alone. In: In Verification, Model Checking and Abstract Interpretation (VMCAI), LNCS 2937


Index

Symbols
4-bit counter example, 44

A
Abstract interfaces, 2
Abstract interpretation, 143
Adapter Interface, 30
Airport baggage handling systems, 1
Algorithms, 21
Automation systems, 1

B
Baggage handling system, 174
Basic function block, 18
BlokIDE, 181
Boiler safety system, 173
Branch predictor, 143

C
C, 93
Cache, 142
Case studies, 161
CBMC, 151
CFG, 140
Channels, 108, 111
Client-server, 113
Closed loop verification, 135
Code generation, 98, 181
Code synthesis, 93
Communications, 108
Component-oriented, 1
Composite function block, 21
Composition, 67, 128
Computational tree logic, 131
Connections, 108
Control flow graph, 140
Control point, 155
Cruise control, 72, 161
CSP, 37
CTL, 131
Cyber-physical systems, 6

D
Data port, 19
Delayed communication, 90, 95, 103
Deployment, 182
Device, 26
Distributed systems, 106
Distribution, 118
Distribution Station, 28
Distribution station, 17

E
Embedded systems, 3
Encoding of FSMs, 43
Esterel, 7, 35, 68
Event port, 19
Event-triggered, 6
Execution Control Chart (ECC), 20
Execution models, 30

F
FBRT, 31
Formal Models, 65
Formal semantics, 80
FORTE, 31
FUBER, 32
Function blocks, 9

Programmable logic controllers, 1
Proofs, 86
Publish-subscribe, 23, 116

G
GALS, 8, 106

Rail-road crossing control system, 124
Reachability analysis, 132
Real-time systems, 15
Reincarnation, 63
Resource, 26
Run-time environment, 10

H
Hierarchy, 21

Scheduling, 96
Semantics, 65
Service interface function blocks, 23
Simulation, 177, 182
Software model checker, 151
Speculative hardware, 141
Static timing analysis, 138
Strongly connected, 96
Synchronous approach, 35
Synchronous execution, 32, 68, 76
Synchronous kripke structure, 126
Synchronous programming, 7
Synchrony hypothesis, 35
System, 27

I
IEC 61131-3, 1
IEC 61499, 17
ILP, 147
ILP constraints, 148
Instantaneous communication, 104
Instruction-level timing analysis, 156
ISaGRAF, 32

Lift controller, 35, 45, 164

S
Scheduling, 96
Semantics, 65
Service interface function blocks, 23
Simulation, 177, 182
Software model checker, 151
Speculative hardware, 141
Static timing analysis, 138
Strongly connected, 96
Synchronous approach, 35
Synchronous execution, 32, 68, 76
Synchronous kripke structure, 126
Synchronous programming, 7
Synchrony hypothesis, 35
System, 27

K
Kernel statements, 77

L
Lift controller, 35, 45, 164

M
Material handling visualiser, 177
Max-Plus, 145
Measurement based timing, 138
Mixed criticality systems, 4
Model checking, 15, 130, 149
Model-driven engineering, 2
MP3UI example, 41

O
Objective function, 148
Observer function block, 15
Observer function blocks, 129

P
Pacemaker, 4, 165
Path enumeration, 145
Pipeline, 95
Pipelined execution, 141
PLC, 17, 182
Producer-consumer, 35, 53

U
User manual, 182

V
Validation, 123
Verification, 123
Visualisation, 177
VVI mode, 170

W
WCET, 137
WCRT, 151