References


IdRT08. T. In der Rieden and A. Tsyban. CVM - A Verified Framework for Microkernel Programmers. In Huuck et al. [HKS08], pages 151–168.


References 505


Index

A operand, see sequential processor
ABI, see application binary interface
abstract kernel, 434
adder, 81
carry-chain, 82
carry-look-ahead, 88
CSA, 83
addition, 9
algorithm, see school method
address range
of translated code, 255
of variables, 259
address translation, 384
alignment, 113, 120, 123
ALU, see arithmetic logic unit
application binary interface, 498
arithmetic logic unit, 94
arithmetic sum, 25
arithmetic unit, 89
negative bit, 90
negative signal, 92
overflow bit, 90
overflow signal, 94
ASCII symbols, 182
assembler syntax, 182
as binary numbers, 33
addition, 36
subtraction, 39
binary representation, 35
bit operations, 20
bit strings, 20
as binary numbers, 33
as two’s complement numbers, 37
decomposition, 35
bit vectors, see bit strings
Boolean equations, 41
identities, 41, 42
solving equations, 41, 44
Boolean expression, 39
as a circuit, 54
evaluation, 40
syntax, 169
Boolean values, 17
boot loader, 472
border word, see derivation tree
branch condition evaluation, 98
in sequential processor, 133
buffer, see hard disk ports
bytes, 20
byte-addressable memory, 112
consecutive bytes in memory, 113
C abstraction, 333
C address, see sequential processor
C0
configuration, 199
initial, 209
well-formed, 334

binary numbers, 33
addition, 36
subtraction, 39
binary representation, 35
bit operations, 20
bit strings, 20
as binary numbers, 33
as two’s complement numbers, 37
decomposition, 35
bit vectors, see bit strings
Boolean equations, 41
identities, 41, 42
solving equations, 41, 44
Boolean expression, 39
as a circuit, 54
evaluation, 40
syntax, 169
Boolean values, 17
boot loader, 472
border word, see derivation tree
branch condition evaluation, 98
in sequential processor, 133
buffer, see hard disk ports
bytes, 20
byte-addressable memory, 112
consecutive bytes in memory, 113
C abstraction, 333
C address, see sequential processor
C0
configuration, 199
initial, 209
well-formed, 334
constant, 180
expression
evaluation, 212
in function body, 207
node, 204
subexpression, 211
function
current function, 200
table, 194
global memory, 201
heap, 184
invariants, 204, 208, 209, 212
memory content, 202
program, 184
program rest, 207
recursion depth, 200
result destination stack, 209
stack, 200
statement, 183
execution, 222
in function body, 207
node, 204
syntax, 181
type
correctness, 202
declaration, 184
default value, 199
elementary, 184
expression, 190
height, 203
pointer, 185
range, 197
simple, 191
size, 256
table, 190
variable, 196
base address, 256
binding, 215
dynamic allocation, 184
global variables, 193
identifiers, 182
names, 180
subvariable, 196, 260
type, 201
value, 202
visibility rule, 215
caller stack, 269
circuit, 51
as a graph, 53
cost, 55
depth, 55
evaluation, 53
for a function, 55
signals, 51
clock enable input, 61
clocked circuit, see digital clocked circuit
code region, 255
command and status, see hard disk ports
compiler
consistency, 253
of data, 261
of pointers, 261
of program counter, 265
of return addresses, 269
of return destinations, 262
of the code, 263
encoding, 260
memory map, 254
computation
hardware, 62
MIPS, 112
normal, 406
processor equivalent, 407
concatenation
of sequences, 19
of sets, 20
concrete kernel, 438
conditional-sum adder, see CSA
configuration
C0 equivalent, 360
of C0, 199
of hardware, 62
of MIPS, 112
of sequential processor, 123
congruence mod, see equivalence mod
consistency, see compiler
constant, see C0
cost, 55
cost, see circuit
counting, 8
CSA, 83
current instruction, see MIPS ISA
CVM, 430
correctness theorem, 450
primitives, 430, 436, 452

DAG, see directed acyclic graph
dangling pointer, 203
decimal numbers, 11
decoder, 59
decomposition lemma, 35
default value, see C0 type
depth, see circuit
derivation, see context-free grammar, 166
generated language, 168
derivation tree, 161, 165
  border word, 161, 166
  composition, 167
  labeling, 165
  representation in C0, 186
  subtree, 167
difference equation, 82
  solution, 84
digital clocked circuit, 61
digital model, see digital clocked circuit
direct addressing, 120
directed acyclic graph, 27
  depth, 28
directed graph, 25
  indegree, 26
  length, 26
  outdegree, 26
  path, 26
  sink, 27
  source, 27
disjunctive normal form, 45
dispatcher, 498
displacement, 257
DNF, see disjunctive normal form
effective address, see MIPS ISA
  generalized, 401
empty sequence, 19
encoding of values, see compiler
equality tester, 59
equivalence mod, 21
  equivalence relation, 21
  properties, 22
  solutions, 24
  system of representatives, 23
exception, see interrupt
  registers (esr, eca, epc, edata), 377
execute cycle, see sequential processor
exponentiation, 12
expression, see C0
father, see rooted tree
fetch cycle, see sequential processor
finite sequence, 18
  prefix, 19
  subsequence, 20
flattened sequence, 189
full adder, 56
function table, see C0 function
garbage collection, 355
  garbage collected version, 361
gates, 51
  as functions, 54
general-purpose register, 112
  implementation, 75
  in sequential processor, 132
  write signal, 122
generalized circuit model, 86
geometric sum, 24
global memory, see C0
  pointer, see base pointer
  region, 255
global variable, see C0 variable
GPR, see general-purpose register
half adder, 56
hard disk, 391
  driver, 417
  model, 402
  ports, 391, 392
hardware
  computation, see computation
  configuration, see configuration
head, 18
heap, see C0
  isomorphisms, 347
  pointer, 255
  region, 255
Hilbert \( \varepsilon \)-Operator, 17
I-type instructions, see MIPS ISA
I/O-ports, 391
identifier, see C0 variable
illegal instruction interrupt, 381
immediate constant, see MIPS ISA
implicit quantification, 41, 121
incrementer, 81
carry-chain, 82
induction proof, 8
instruction decoder, see sequential processor
instruction set architecture, see MIPS ISA
integer numbers, 17
intermediate result, see sequential processor
interrupt, 376
JISR, 378
level, 379
masking, 379
resume type, 376
return from exception, 380
semantics, 379
interval, 17
of bit strings, 259
inverter, 58

J-type instructions, see MIPS ISA
jump and link, see MIPS ISA
jump to interrupt service routine, see interrupt JISR

labeling, see derivation tree
leaves, see rooted tree
left value, 212
link address, 119
literal, 45
load, see MIPS ISA
logical right shift, 96

memory
components, 66
of MIPS, 112
memory map
of C0 compiler, see compiler
of CVM, 461, 471, 481
memory mapped I/O, 396
memory system, 395
memory word, 123
MIPS ISA, 110
ALU-operations, 115
branches and jumps, 118
branches, 119
J-type jumps, 119
jump and link, 119
R-type jumps, 119
computation, 112
configuration, 112
next configuration, 112, 122
implementation, see sequential processor instructions
current instruction, 113
decoding, 114
I-type, 110, 113
immediate constant, 114
instruction fields, 113
J-type, 111, 113
R-type, 111, 113
loads and stores, 120
effective address, 120
loads, 122
stores, 121
op-code, 113
shift operation, 118
software conditions, 124
transition function, 112
misalignment, 113, 120
modulo operator, 23
monomial, 45
multiplexer, 56
multiplication, 12
MUX, see multiplexer

natural numbers, 8, 17
negative signal, see arithmetic unit
nondeterminism, 370, 398
nonterminal, see context-free grammar
NOT-gate, see inverter
null pointer, 180
number of elements, 17

op-code, see MIPS ISA
OR-tree, 58
overflow
interrupt, 381
signal, see arithmetic unit

page fault, 387
page index, see page table
page table, 385
parallel prefix, 86
path, see directed graph
PC, see program counter
Peano’s axioms, 8
pigeonhole argument, 27
pointer, see C0 type
chasing, 356
dereferencing, 217, 292
ports, see I/O-ports
power up, 64
PP, see parallel prefix
prefix, see finite sequence
production, see context-free grammar
program annotations, 454
program counter, 112
generalized, 400
program rest, see C0

quantifier, 16

R-label, 279
R-type instructions, see MIPS ISA
RAM, see random access memory
RAM-ROM, see random access memory
random access memory, 71
GPR-RAM, 75, 123
RAM-ROM, 73, 123
ROM, 73
semantics, 72
SPR-RAM, 77
SRAM, 71

recursive construction
carry-chain adder, 82
conditional-sum adder, 83
decoder, 60
incrementer, 82
parallel prefix circuit, 86
registers, 60, 66
semantics, 64
reset
in sequential processor, 125
interrupt, 378
signal, 62
resume type, see interrupt
return from exception, see interrupt
right value, 212, 280
ROM, see random access memory
root, see rooted tree
rooted tree, 28
father, 29
leaves, 29
root, 29
son, 29

scheduler, 438

school method
for addition, 36
for division, 149
scratch memory, 461
sequence, see finite sequence
elements, 189
sequential processor, 123
A and B operand, 132
C address, 130
configuration, 123
correctness, 124
execute cycle, 128
instruction decoder, 128
instruction fetch, 125
intermediate result, 122
next PC, 134
reset, 125
simulation relation, 124
shift amount, 114
shifter, see logical right shift
sign bit, 38
sign extension, 38
sign extended immediate constant, 114
signal, see circuit
simulation relation
for CVM, 430, 451
for sequential processor, 124
software conditions, see MIPS ISA
son, see rooted tree
source program, 253
special function, see CVM primitives
special purpose register
implementation, 77
in sequential processor, 376
SPR, see special purpose register
SRAM, see random access memory
stack, see C0
pointer, 255
region, 255
start symbol, see context-free grammar
statement, see C0
status register, see special purpose register
store, see MIPS ISA
subsequence, see finite sequence
subtraction algorithm, 39
subtree, see derivation tree
subvariable, see C0 variable
in implementation, 342
reachable, 340
support, 45
swap page address, see hard disk ports
syntactic sugar, 417
system call
  instruction, 377
  interrupt, 381
system mode, 377
tail, 18
target program, 253
terminal, see context-free grammar
  translation
    of expressions, 275
    of programs, 315
    of statements, 302
tree, see rooted tree
tree region, 163
  ancestor, 165
  father, 165
two’s complement numbers, 37
  modulo operator, 24
  properties, 38
two’s complement representation, 38
type, see C0
  table, see C0 type
user mode, 377
variable, see C0
virtual address, see address translation
virtual machine, 431
visibility rule, see C0 variable
word, see memory word
word addressable, 123
zero, see Peano’s axioms
zero tester, 59